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MICRO MODULE MOTOR CONTROLLER 
 

Zipato Mikro kontroler motora Vam omogućava da kontrolišete 230V AC motore pomoću Zipato 

kontrolera za kućnu automatizaciju ili bilo kojeg drugog Z-Wave daljinski upravljača. Mogućnost da fino 

podesite poziciju roletni/paravana Vam omogućava, ne samo potpuno zaklonjeno ili otvoreno nego da ih 

podesite, npr. 30% ili 50%. Tanak i kompaktan dizajn omogućava da modul bude smješten u uobičajene 

instalacijske kutije u zidu. 

 

KARAKTERISTIKE 
 

 Tanak, kompaktan daljinski Z-Wave modul prebacuje (on/off) i kontroliše sve parametre 

napajanja koje vaš električni uređaj troši 

 Precizna pozicija valjka 

 Max opterećenje do 1100W 

 Zero-crossing switch 

 Veća izlazna snaga povećava domet komunikacije (+2.5dBm izlazna snaga u poređenju sa-2.5dBm 

300 series) 

 Novi Z-Wave 500 series čip omogućava višekanalni rad i brži prenos podataka (9.6/40/100kbps) 

 Zaštita od preoprerećenja 

 Automatski izvještava o Vataži (Wattage) kada varijacija pređe 5% 

 Veoma niska potrošnja energije 

 Over-the-air firmware update 

 Laka instalacija 

 

 

 

TEHNIČKE SPECIFIKACIJE 
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PROTOCOL: 

 Z-Wave Plus 

 

OPERATING CONDITIONS: 

 OPERATING VOLTAGE: 100 ~ 240VAC 

/50Hz/60Hz 

 MAXIMUM LOAD: 5A (Resistive load) 

 OPERATION TEMPERATURE: 0°C ~ 40°C 

 

DIMENSIONS 

 DEVICE DIMENSIONS: 46 x 15 x 39 mm 

 DEVICE WEIGHT: 39g 

 PACKAGE DIMENSIONS: 67 x  22 x 162 

mm 

 PACKAGE WEIGHT: 68g 

 

 

REGULATION: 

 EMC 2004/108/EC 

 R&TTE 1995/5/EC 

 LVD 2006/95/EC 

 FCC Part 15 

 

FREQUENCY 

 ph-pan03.au 921.42 MHz (AU) 

 ph-pan03.eu 868.42 MHz (EU) 

 ph-pan03.in 865.20 MHz (IN) 

 ph-pan03.is 916.02 MHz (IS) 

 ph-pan03.ru 869.02 MHz (RU) 

 ph-pan03.us 908.42 MHz (USA/Canada) 

 

WARRANTY: 1 year standard 

 

 


