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MULTISOUND INDOOR SIREN 
 

Zipato Multisound Indoor Siren je Z-Wave svirena koja može biti korištena kao dio bilo koje Z-Wave 

mreže. Savršena je kao dodatak Vašoj Zipato mreži, gdje može biti kombinovana sa drugim uređajima u 

mreži, da bi obezbijedila dodatne bezbjednosne funkcije. Dodatno, ova svirena može biti virtualno 

neograničenog broja automatskih scenarija kreiranih korištenjem Zipato Rule Creator-a. 

 

KARAKTERISTIKE 
 

 Unutrašnja višekanalna svirena koja radi sa velikim brojem Z-Wave mreža/kontrolera, bez obzira 

na proizvođača 

 Novi Z-Wave 500 series čip omogućava brži prenos podataka višekanalni rad i brži prenos 

podataka (9.6/40/100kbps) 

 110db nivo zvuka 

 6 zvukova: Door Chime, Bi Bi Arm/Disarm, Intruder alarm, Ambulance, Police car 

 Veća izlazna snaga povećava domet komunikacije (+6dBm izlazna snaga u poređenju sa-2.5dBm 

300 series) 

 DC ili Li-ion baterija (preko 24 sata trajanja baterije) 

 Zaštita od overcharge-a baterije 

 Veoma niska potrošnja energije 

 Laka instalacija sa EU/China/Taiwan utičnicama 

 Zaštita od smetnje 
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TEHNIČKE SPECIFIKACIJE 

 
PROTOCOL: Z-Wave Plus 

 

POWER 

 DC 5V, Li-Ion battery (optional) 

 BATTERY CAPACITY 1150mAh 

 

OPERATING CONDITIONS: 

 OPERATING VOLTAGE 3.7V 

 OPERATING CURRENT 150 mA 

 OPERATION TEMPERATURE -10°C ~ 40°C 

 

DIMENSIONS 

 DEVICE  DIMENSIONS 110 x 110 x 22 

mm 

 DEVICE WEIGHT 113g 

 PACKAGE DIMENSIONS 117 x 50 x 117 

mm 

 PACKAGE WEIGHT 217g 

 

RANGE 

 Minimum 30 meters indoor 

 70 meters outdoor (meant for indoor 

use only) 

FREQUENCY 

 ph-pse02.au 921.42 MHz (AU) 

 ph-pse02.eu 868.42 MHz (EU) 

 ph-pse02.in 865.20 MHz (IN) 

 ph-pse02.is 916.02 MHz (IS) 

 ph-pse02.ru 869.02 MHz (RU) 

 ph-pse02.us 908.42 MHz (US) 

 

REGULATION 

 EMC 2004/108/EC 

 R&TTE 1995/5/EC 

 LVD 2006/95/EC 

 FCC Part 15 

 

WARRANTY 

 1 year standard 


